SELF CONTAINED
ALL METAL
INDUSTRIAL SCALES

® Suspended Platform
and Liever Design.

® Maximum Accuracy and
Sensitivity.

® Minimum Maintenance.

Choice of Weight Indicator.




GURNEY

SELF - CONTAINED ALL METAL INDUSTRIAL SCALES

® Suspended Lever and Suspended Platform De-
sign.

® Heavy Duty Oversize pivots for long life.
® Oversize Levers.

® Sturdy, rigid, all metal box to suit your require-
ments.

® Standard equipment full capacity beam, type
register beam to print tickets, or high quality
dial mechanism with or without printer.

® The Gurney Heavy Duty all metal dormant
scales are recommended for heavy loads, where
large platform areas are required, and a mini-
mum amount of maintenance is a necessity.

® Available for flush mounting, or above the floor
mounting on concrete or wood floors.

® Over 100 years of quality and service—this is
your guarantee of satisfaction.




FLOOR OPENINGS REQUIRED FOR ALL METAL SELF-CONTAINED INDUSTRIAL SCALES

STANDARD 6 X 4 X 2 ANGLE CURBING FOR ALL SIZES
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ANGLE CURBING INCLUDED WITH ALL SCALES

QUALITY .
FOR

OVER

100

YEARS




with FULL CAPACITY COMPOUND BEAMS ¢ PRINTING BEAMS

QUALITY
FOR
OVER
100
YEARS

P.O. BOX 158, STATION “C”

WHEN ORDERING PARTS, GIVE SERIAL NUMBER AND CAPACITY OF THE SCALE STAMPED ON THE BEAM.

GURNEY SCALE CO. LTD.

BEAMS

Full Capacity Compound Beams are recommended if less than 100
weighings per day are required. In addition, greater accuracy can be
obtained with a beam.

Dial Heads are recommended when more than 100 weighings per
day are required.

Avutograph is a self-contained unit which can be attached to any type
or any make of beam scale.

Printing Beams are recommended for a permanent record when it is
required.

Dial Printers are recommended for permanent records also. These can
also be equipped with selective load identifying device, and a time
and date stamper.

e FULL CAPACITY

® DIAL HEAD

° DIAL PRINTERS

HAMILTON, ONTARIO



‘QUALITY FOR OVER 100 YEARS’

PORTABLE SELF-CONTAINED

CONTRACTORS SCALES




ENGINEERED & DESIGNED TO CREATE THE IDEAL WEIGHING DEVICE FOR U

PORTABLE
SELF-CONTAINED

CONTRACGTORS
SCALES

are designed to give on-the-
job weights no matter where

g the job is or how fast it moves.

EST. 1856 » TI.u:a accuracy and dependa-

> bility of Gurney Scales save

money for the builder — he

pays for the exact quantity of
material moved.

GURN

Gurney Portable Vehicle Scales
are fabricated from structural
steel. Shielded Arc Welding
process is used throughout.
Each unit is completely self-
contained, well braced and
extra strong at all stress points
to withstand frequent moving
and hard usage at full ca-
pacity of the scale.

SINGLE CENTRE
~ LINK LOAD
. SUSPENSION
ASSEMBLY

Platform floats on the
Single Centre Link
‘Suspension Assembly,
~ which eliminates Platform
~ shocks and recluces wear
on the Plvois




E IN - ROAD CONSTRUCTION - GRAVEL PITS & QUARRIES - ALL CONSTRUCTION JOBS

CAPACITIES

TYPE A2 — 2 SECTION

NUMEER CAPACITY bt NUMBER APACHY P B S
A2-2520 25 tons 20" x 10’ A2-4030 40 tons 30’ x 10 capacities
A2-2524 25 tons 24’ x 10’ A2-4034 40 tons 34 x10° ovelfioble
A2-3024 30tons | 24'x10 A2-5030 50 tons 30’ x 10’

A2-3030 30 tons 30’ x 10’ A2-5034 50 tons 34’ x 10’

TYPE A4 — 4 SECTION

A4-4040 40 h;rls 40’ x 10’ A4-5040 50 tons 40' x 10’
* LEVER SYSTEM * DECK
All straight levers, made from high strength Gurney Steel Deck, exceeds specifications for
iron, with adjustable nose irons to compensate H-20 loadings A.A.S.H.O. Two-wheel runways
for wear. separated by center guide curbs. Loose plates
: between guides provide easy access to lever
e BEARINGS & PIVOTS system. No extras such as wood decking

needed with Gurney’s all steel deck.
All pivots and bearings made from specially

selected tool steel, heat treated for maximum e FULL SCALE DIMENSIONS

life. :

¢ Overall heights of the scale from top of deck

to base of frame ‘is approx. 33 inches. All

® SUSPENSION ASSEMBLY : scales all self contained units.
Platform suspension is the original Gurney ;
single link with screw adjusted arch legs to * INSTALLATIONS
platform. This is the only construction that
provides equal loading to all levers, the secret
of success in four section scales.

Gurney portable scales are self-contained and
are easily installed by placing timber or con-
crete footings under each end of a unit and
pushing up earth ramps at each end of the
* WEIGHBRIDGE scale. No hold down bolts are necessary as

The all steel weighbridge is full floating on the earth remps will hold scale in place.

single link suspension to absorb shock loads of

the equipment. This preserves the proper ad- % INDICATIONS

justment of the scale and prevents wear on Choice of beams is available. See description
knife edges and pivots. on Page 5.



GURNEY PORTABLE CONTRACTOR SCALES CAN BE MOVED EASILY

EASY INSTALLATION

Installation of a Gurney portable vehicle scale does not
require elaborate preparation. A simple timber or concrete
footing at each end of the scale is all that is necessary.
Earth ramps at each’end of the scale provide access to the
platform and hold the scale in place.

Weigh House does not have to
be dismantled to move scale.
Weigh House assembly is
hinged to fold over deck for
transport.

GURNEY SCALE CO.




SPEED & ACCURACY IN WEIGHING
TO SUIT YOUR EXACT REQUIREMENTS

i

A choice of beams is available with Gurney portable contractors
scales. The full capacity compound beam is the simplest means of
weight indication. Gross weights up to the full capacity of the
scale can be read from the graduations on the beam. Use of the
lower bar to subtract tare weights makes it easy to read net
weights directly from the upper bar.

On jobs where printed weights are required, the type recording
beams gives them quickly and accurately.

TYPE
REGISTERING
BEAM

A Gurney Type Recording
Beam provides a printed
record of each weighing
and protects against errors
in reading beams gradua-
tions and copying figures.
Weight tickets are inserted
in registering slots and

LRI =~ gross, tare weight tickets

are printed in single, dupli-
cate or triplicate copies, as
required. Poise and record-
ing device move easily on
roller bearings.

FULL CAPACITY
COMPOUND
BEAM

Gurney full Capacity Compound Beams
are graduated on one side. The upper
bar is milled and notched; each notch
is individually tested against Canadian
Standard Weights. The nickel brass
face plate on the upper bar assures
faster, more accurate reading. The
poise on the upper bar moves on
machined rollers, The tare bar has
sliding poises. A fractional poise has
a full run for accurate reading.

GURNEY SCALES COME COMPLETE WITH STRUCTURAL SUPPORT FOR WEIGH HOUSE




OF QUALITY
AND
CRAFTSMANSHIP
FOR OVER
100 YEARS

CONTRACTORS
SCALES

GURNEY SCALE CO. LTD.




